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CM-ACC20 ErayyeAuariks Hikp6gwyo CLIP yia akopvreoy
Sag EUXAPITTOULE VI TNV ETTIAGYI TOU HIKPOGUNOU.

Vo1 15GMKG LIKDOGUVO Yict GKOPVTEGY GANG: KON Vi EUANG KO XAAKIVO! TIVEUOTE,
£yxopdaL, TGO, snare kot toms. 150vIKG yia Live TTapaoTAEI ahAd Kai yia o
oTiin 10 studio

ATIOAUTA GEI6TIIOTO e KApBIOEIBN ANWN Kall YPApLIKN GTT0500M SUXVOTATLYY,
TIPOCEQE! KABAPO KAl QUTKS K0,

KewpileTan AXoUg UYNAAG EVIATTIC XWPIC TTAPCUOPPUICT]
o " ——————
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To KahB10 Efvan AETTO (S2mm) L koG 2,75m ke eival LoV SUVBESEEVO OTo
HIKDOGUO.

To Clips a6 EVITXULEVO TIOAUEDEC, LIEIVEI TV LETG(OPG: 10U TTpOG T0 Spiral

MpoapuGTETal TToAY EGKOAC Kall JE GKPIBEI GT0 Gpyavo, XWwpi vor TTpOEEVE
Kavva aTTOAUTWC OTUGBI 0To aMEio GUYKpTOTC

Eivan Biairepat ehagpy (50gr) ke Bev EmBapUve To dpyavo. O spiral Bpaiovag
BonBtiel BIATEPC GTNY TTPOTAPLOYA TOU YIo! TV KAAGTEQT Aflu, £V OTO ETTAVL)
Tk Tou Bpaioval UTTEpYE! Lict EACGTIKA GATaT TTOU aTToafRéve! TUxaieg
KpougeiC
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Professional Accordion
ARISTON CM-ACC20 "ciiidichone
Type Condenser H.Q Clip mount
Frequency Responce 50-18.000 Hz
Directivity Cardioid 0°~180°
Sensitivity 46+1238.
Max. Sound Pressure 12398
Structure Wetalicin black color
Output Mini XCR [ TASF
Clip material Carbon Reinforced Polymer
Dimensions in mm. Mic wind screen (015 X 40)
Mic spiral 05 X L110mm
Cable ©2 X275
Included Mic.+ wind screen + clip +
User Manual

© oUvBETHOG TTIPOTUPHOYIG TOU MIKPOPUWVOU TTPEXE! aTABEPSTNTS OTNY
eykardoTaon.  MrTopei va xpnoiloTToinBel Ue agUpparn oUvBETT PETW TOU
TA3F connector atrv avrioTolxn eicodo Body-pack ahAd kol evoUpuara oe
€igodo XLR Fandom power 48 e Ty xpfion adaptor TA3F o XLR male
(Aev TIPOTQEPETQN TNV TUTKEUATIO KOl QVTWEVETON TUVTOMa). H
TUTKEUATTIO TTEPIEXE! TO LIKPOPLIVO |E EVOLHATWHEVO OVTIOVELIO,

2,75m AeTmmé kaAwdio, To kaTdAANAo clip eykardaTacTg,
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Erotycrar ano mv K. Mixoc.







